WARNING: You must first determine the correct ool of your 
device. Polarity information may be found next to 
the device DC jack, in the device user's manual or 
on the device's information plate. 


WARNING: If your device does not work IMMEDIATELY, unplug 
the car power adapter and recheck the instructions 
carefully for voltage and polarity settings. 


CAUTION: Never attempt to power a device for which the 
or polarity is unknown. Improper voltage or 
polarity settings may result in severe damage to the 
device or car power adapter. 


DO NOT use with any device that requires more than 
mA of current. 


WNER'S MANUAL Al NARRANTY INFORMATION 


THIS MANUAL CONTAINS IMPORTANT INFORMATION REGARDING SAFETY, 
OPERATION, MAINT 


NANCE AND STORAGE OF THIS. 1 ‘CAREFULLY 
BEFORE USE, AND RETAIN FOR FUTURE REFERENCE, 
4140 $.W. 28th Way, Ft. Lauderdale, FL 33312 
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OPERATION 


1. Using the supplied key (1), set the voltogs selector switch (3) 
tothe proper په‎ 7 r your device. Refer to your device's 
users manual for the correct voltage requirement or 
nee the voltage by multiplying the number of batteries 

y 1.5. 

Example: 4 baiteries x 1.5 = 6 volts. Voltage setting may 
mo Pek nd next to device DC jack or on device 
information plate. 

2. Select the adapter tip (6) that best fits the device. 

WARNING: You must first determine the correct enr of your 
device. Polarity information may be found.next to 
device's DC jack, in the user's manual or on the device 
information plate. 

3. Select the adapter tip that best fits the device. 

4. Align nepative/ positive adapter tip with the car power adapter 
receptacle (7) 

IMPORTANT: Each adapter plug tip (6) has a positive symbol (+) 

on one side ond د‎ negolive symbol )( on the other 


= کس 


5. The car power adapter receptacle (7) has the word “TIP” on one 


side only. 


8. Connect adapter plug tip (6) into DC jack of your device. 
9. Plug Pd On nr 
ice 


as usual. 

10 he LED i deu ورا‎ when plugged into 
the vehicl 1e ٠ : fuse. ومیس‎ changing. 

FUSE REPLACEMENT 


l. The cor power adapter is equipped with a 3-amp fuse. 

2. Check the fuse with an chmmeter or other continuity checker. If the fuse 
is blown, investigate why the fuse blew and correct the problem before 
replacing the fuse. 

3. The fuse is accessed by unscrewing (counterclockwise) the top of the 
adapter plug (5). 

4. Ensure the same type and value fuse is used as replacement. 

5. Disconnect from vehicle accessory outlet when not in use. 


1 YEAR LIMITED WARRANTY PROGRAM 
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